
K1
The Vivid Audio K1 
floor-standing speaker 
is the largest of the 
OVAL range and 
utilises the original 
unique Vivid Audio 
cabinet form.



	

Specification

Configuration	 3 and 1⁄ 2 way vented cabinet

Cabinet material	 Complex loaded carbon fibre filled polymer

Standard cabinet colour	 Piano, Pearl

Bespoke cabinet colour	 Bespoke colour options available on request

Drive units	 HF: D26 — 26mm metal dome unit with Tapered Tube loading

	 Mid: D50 — 50mm metal dome unit with Tapered Tube loading

	 LF: C125— 4 x 125mm metal coned unit (coupled)

Bass loading	 Dual reaction cancelling ports, bass reflex

Sensitivity	 89dB @ 2.83Vrms at 1.0 meter on axis

Impedance (�)	 6

Frequency range (Hz)	 - 6dB points 33 – 36,000Hz Hz

First D26 Break Up mode	 44,000 Hz

Frequency response	 38 – 33,000 Hz +/- 2dB on reference axis

Harmonic distortion 	 < 0.5% over frequency range 
(2nd and 3rd harmonics)  

Cross over frequencies (Hz)	 100, 900, 3500

Power handling (music program) 	 600 
watts rms

Loudspeaker dimensions	 1300mm (H) x 353mm (W) x 448mm (D)

Net weight	 55kg

K1 
Contains all the qualities one would expect from a 
world-class loudspeaker

This award-winning speaker is the result of some extensive research and 
very innovative engineering. The Vivid Audio K1 floor-standing speaker is 
the largest of the OVAL range and utilises the original unique Vivid Audio 
cabinet form. All the bass expected of a much larger design yet with the 
coherent detail of a simple driver.

K1

For more details about the K1 or  
accessories to compliment, please consult  
your local specialist retailer, or visit  
www.vividaudio.com

C1 
(centre)

V1s  
(stand)

V1w 
(wall mounted)

© Copyright 2016 Vivid Audio. All rights reserved

Head office & Showroom:  
Vivid Audio, 6 Star Road, Partridge Green, West Sussex, RH13 8RA, UK
Tel: +44 (0) 1403 713125   Email: info@vividaudio.com

vividaudio.com


